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HIWATCH 4CH IP KIT

NVR WITH TTB HDD AND 2 X 2MP EYEBALL DOMES

PSAHIWK422IP

FEATURES AND FUNCTIONS

Professional and Reliable Storage and Playback
* Dual-OS system design * One SATA interfaces up to 6TB
* N+1 hot spare system with normal or hot spare * Up to 4-ch synchronous playback at 1080p
working mode configurable resolution
Video Input and Transmission * Smart search for efficient playback
* Up to 4-ch ONVIF conformant IP cameras input ¢ USB 3.0 provides high-speed file transfer and
¢ Live view of the connected camera at up to 6MP backup
resolution Smart Function
Compression and Recording * Supports multiple VCA(Video Content Analytics)
* H.264+ compression improves encoding efficiency events for IP cameras
by up to 50% and reduces data storage costs * VQD(Video Quality Diagnostics)
e Full channel recording at up to 6MP resolution Network & Ethernet Access
Video Output * Hik Cloud P2P for easy network management
« HDM!I output and VGA output at up to * Gigabit Ethernet network interface
1920x 1080p resolution * 4 independent PoE network interfaces provided

* PoE(Power over Ethernet) cameras with IP67
* Mobile monitoring via CCTV Guard
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SPECIFICATIONS
Model

NVR Specs

HiWaich series

Powered by HIKVISION

PSAHIWN42IP

IP video input 4-ch
Video/Audio input
Two-way audio input 1-ch, RCA (2.0 Vp-p, 1kQ)
Incoming bandwidth 40 Mbps
Network Outgoing bandwidth 80 Mbps
Remote connection 32

Video/Audio output

Recording resolution

6MP/5MP/4MP/3MP/1080p/UXGA/720p/VGA/ACIF/DCIF
/2CIF/CIF/QCIF

Frame rate

Main stream: 50 fps (P)/60 fps (N)

HDMI/VGA output

Sub-stream: 50 fps (P)/60 fps (N)

Audio output

1-ch, resolution:
1920 x 1080/60Hz, 1600 x 1200/60Hz, 1280 x 1024/60Hz,
1280 x 720/60Hz, 1024 x 768/60Hz

Decoding

Live view/Playback resolution

6MP/5MP/4MP/3MP/1080p/UXGA/720p/VGA/ACIF
/DCIF/2CIF/CIF/QCIF

Capability

4-ch@1080p

Network management

Network protocols

TCP/IR, DHCP, HIK Cloud P2P, DNS, DDNS, NTP, SADP, SMTP,
NFS, iSCSI, UPnP™, HTTPS

Hard disk

SATA

1 SATA interface for 1 HDD

Capacity

Up to 6TB for each disk

External interface

Network interface

1 RJ-45 10/100/1000 Mbps self-adaptive Ethernet interface

USB interface

1 x USB 2.0 and 1 x USB 3.0

Working humidity

Alarm in/out (Optional) 4/1

Interface 4 independent 100 Mbps PoE network interfaces
PoE Max. Power 50 W

Supported standard AF and AT

Power supply 48 VDC

EA/C::;]S(:JS:EZ?S disk and PoE) =1ow

Working temperature -10eC to +55°C (14 °F to 131 ©F)
General

10 % to 90 %

Chassis

Standalone 1U chassis

Dimensions (W x D x H)

315 X 240 x 48 mm (12.4" x 9.4" x 1.9")

Weight (without hard disk)

<1kg(2.21b)
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Image Sensor 1/2.8" progressive scan CMOS

Min. Nlumination 0.01Lux @ (F1.2, AGC ON}) ,0 Lux with IR
0.028Lux @ (F2.0, AGC ON) ,0 Lux with IR

Shutter Speed 1/3 s to 1/100, 000 s, support slow shutter

Lens 4Amm@ F2.0, Angle of view: 85°

Lens Mount M12

Day &Night IR cut filter with auto switch

3-Axis Adjustment Pan: 0° to 360°, tilt: 0° to 75°, rotation: 0° to 360°

DNR (Digital Noise Reduction) 3D DNR

WDR (Wide Dynamic Range) Digital WDR

Video Compression H.264/MIJPEG

H.264 Type Baseline Profile/Main Profile

Video Bit Rate 32 Kbps to 8 Mbps

jmege .|

Max. Resolution 1920 x 1080

Main Stream 50Hz: 25fps @(1920 x 1080, 1280 x 960, 1280 x 720)

Max. Frame Rate 60Hz: 30fps @(1920 x 1080, 1280 x 960, 1280 x 720)

Image Settings Rotate mode, Saturation, Brightness, Contrast adjustable by client software or web browser

Day/Night Switch Support auto, scheduled

Network Storage NAS (NFS, SMB/CIFS)

Detections Intrusion detection, Line crossing detection ,Motion Detection

Alarms Video tampering, network disconnected, IP address conflicted

Protocols TCP/IP, ICMP, HTTPR, H'ITI_’S, FTP DHCP, DNS, DDNS, RTP, RTSP, RTCP, NTP UPnP, SMTP, IGMP,
802.1X, QoS, IPvé, Bonjour

Standard ONVIF (PROFILE S, PROFILE G), PSIA, CGl, ISAPI

General Function Anti-flicker, heartbeat, mirror, password protection, privacy mask, watermark, IP address filter

Interface

General

Operating Conditions -30 °C to 60 °C (-22 °F to 140 °F), humidity: 95% or less (non-condensing)

Power Supply 12 VDC + 25%, PoE (802.3af)

Power Consumption Max. 5.5 W

Ingress Protection IP67

IR Range Up to 30 m

Dimensions P127.2mmx88.6mm

Weight 570g
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PACKING LIST
PSAHIWC22IP 2pcs
PSAHIWNA42IP Tpc
17B HDD Tpc
30m cat5 2pcs
SYSTEM CONNECTION

Cat5/6 Cable

Cat5/6 Cable connect with router

SECURITY INTERCOMS

17 Millicent Street, Burwood, VIC 3125 Australia

Tel: 1300 PSA PRODUCTS (1300 772 776) m
Fax: (03)9888 9993

enquiry@psaproducts.com.au  psaproducts.com.au

FIRE ¢ SECURITY e INTERCOMS




